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GAL 12V-40: Brzi punjač u 12 V segmentu.

GAL 12V-40 Professional

Brz

Kompaktan

Fleksibilan
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GAL 18V-40: Kompaktni punjač.

GAL 18V-40 Professional

Kompaktan

Brz

Fleksibilan
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Opis – GAL 12V-40

GAL 12V-40

Puni brže, 12V 2.0Ah akumulator je sprema za 
upotrebu za samo 24 minuta!

Tehnički podaci GAL 12V-40

Napon [V] 10.8 - 12

Struja punjenja [A] 4

2.0Ah akumulator pun do 80% / 100% [min] 24 / 35

3.0Ah akumulator pun do 80% / 100% [min] 36 / 50

Težina [g] 250

Dimenzije (DxŠxV) [mm] 88 x 75 x 45

 Brz
Brzo punjenje za sve 12 V akumulatore. Za samo 36 minuta može 
napuniti 12 V akumulator, kapaciteta 3,0 Ah do 80%.

 Kompaktan
Usled modernog dizajna veoma je kompaktan.

 Fleksibilan sistem napajanja
100% kompatibilan sa svim Bosch Professional 12 V akumulatorima.
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Opis – GAL 18V-40

GAL 18V-40

Puni brže, 18V 2.0Ah akumulator je spreman 
za upotrebu za samo 25 minuta!

Tehnički podaci GAL 18V-40

Napon [V] 14.4 - 18

Struja punjenja [A] 4

2.0Ah akumulator pun do 80% / 100% [min] 25 / 35

4.0Ah akumulator pun do 80% / 100% [min] 50 / 65

Težina [g] 250

Dimenzije (DxŠxV) [mm] 88 x 75 x 45

 Optimalna brzina punjenja
Optimalna brzina punjenja za kompaktnu seriju 18 V 
akumulatora. 18V 2.0 Ah akumulator je spreman za upotrebu za 
samo 25 minuta.

 Kompaktan
Usled modernog dizajna veoma je kompaktan.

 Fleksibilan sistem napajanja
100% kompatibilan sa svim Bosch Professional 12 V 
akumulatorima.
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GAL 12V-40

Novi standardni punjač
Za 10.8 V i 12 V akumulatore

Novi savremeniji dizajn
U skladu sa novim trendovima

Montaža na zid
Opciono se može 
montirati na zid

Fleksibilni sistem napajanja
Možete sa njim puniti sve Bosch 
akumulatore 10.8 – 12 V Li-Ion

Indikacija greški
Kada se dogodi problem sa prevelikom 
temperaturom ili ako je neispravan akumulator
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GAL 18V-40

Novi standardni punjač
Za 18 V akumulatore Montaža na zid

Opciono se može montirati 
na zid

Fleksibilni sistem napajanja
Možete sa njim puniti sve Bosch 
akumulatore 18 V Li-Ion

Indikacija napunjenosti
- Treperi dok se puni, ravnomerni steady when fully charged
- Charging level indication 

(fast blinking 0 – 80%, slower blinking 80 – 100%) 

Indikacija greški
Kada se dogodi problem sa prevelikom 
temperaturom ili ako je neispravan akumulator
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GAL 12V-40

Tehnički podaci GAL 12V-40

Napon [V] 10.8 - 12

Struja punjenja [A] 4

Dimenzije (D x Š x V) [mm] 115 x 112 x 70

Težina [g] 450

Vreme punjenja GBA 12V 1.5Ah (80%/100%) [min] 21 / 30

Vreme punjenja GBA 12V 2.0Ah (80%/100%) [min] 24 / 35

Vreme punjenja GBA 12V 3.0Ah (80%/100%) [min] 36 / 50

Vreme punjenja GBA 12V 4.0Ah (80%/100%) [min] 48 / 65

Vreme punjenja GBA 12V 6.0Ah (80%/100%) [min] 72 / 95
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GAL 18V-40
Tehnički podaci GAL 18V-40

Napon [V] 10.8 - 18

Struja punjenja [A] 4

Dimenzije (D x Š x V) [mm]

Težina [g] 550

Vreme punjenja GBA 18V 1.5Ah (80%/100%) [min] 21 / 30

Vreme punjenja GBA 18V 2.0Ah (80%/100%) [min] 24 / 35

Vreme punjenja GBA 18V 3.0Ah (80%/100%) [min] 36 / 50

Vreme punjenja GBA 18V 4.0Ah (80%/100%) [min] 48 / 65

Vreme punjenja GBA 18V 5.0Ah (80%/100%) [min] 60 / 70

Vreme punjenja GBA 18V 6.0Ah (80%/100%) [min] 72 / 95
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GAL 12V-40 Kataloški broj EAN kod VP cena* (RSD)
GAL 12V-40; Kartonska kutija 1600A019R3 3165140968133 5.990,00 din.
Starter set 2x 2,0 Ah 12V; GAL 12V-40; Kartonska kutija 1600A019R8 3165140968188 13.990,00 din.

*neobavezno preporučena VP cena

GAL 18V-40 Kataloški broj EAN kod VP cena* (RSD)
GAL 18V-40; Kartonska kutija 1600A019RJ 3165140967860 6.990,00 din.
Starter set 2x 4,0 Ah 12V; GAL 18V-40; Kartonska kutija 1600A019S0 3165140967969 26.990,00 din.
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